UTILITY COMMITMENT AGREEMENT

This Utility Commitment Agreement (this “Agreement”) is made and entered into this

day of , 2013 to be effective as of June 1, 2013 (the “Effective Date”) by
and between Eagle Mountain City, a municipal corporation of the state of Utah (“City”) and
Granite Construction Company, a California corporation (“Granite”) with its principal place of
business at 585 West Beach Street, Watsonville, California 95076 (“Granite™). The City and
Granite may be referred to individually as a “Party” and collectively as the “Parties.”

RECITALS

WHEREAS, JD VI, LLC (“Owner”) owns certain property located in Eagle Mountain
City, which property is located within the Spring Run Annexation Area and more particularly
described on attached Exhibit A (the “Property”);

WHEREAS, Granite recently obtained approval from the City to construct facilities on a
portion the Property for asphalt and aggregate operations (the “Asphalt Plant”) which is
depicted in the Site Plan attached hereto as Exhibit B;

WHEREAS, the Property did not have natural gas or electric utilities available in the
immediate vicinity of the Property;

WHEREAS, Owner and Granite requested that the City construct electric and natural gas
infrastructure to the Property in order to service the Asphalt Plant; and

WHEREAS, City agreed to construct the natural gas and electric infrastructure to the

Property provided that Granite guarantees a certain amount of usage over a period of time in
order to enable the City to recoup some of the cost of constructing the infrastructure.

NOW, THEREFORE, in consideration of the foregoing recitals and mutual promises and
agreements set forth hereinafter, and for other good and valuable consideration, the receipt and
sufficiency of which are hereby acknowledged, the Parties agree as follows:

AGREEMENT

1. City’s Commitment. .

(a) Facilities. The City shall construct and maintain an eight (8) inch underground
natural gas line from the City’s current gas infrastructure to the edge of the Property (the “Gas
Line™), and construct and maintain a three-phase underground 6000 kW electric line from the
City’s current electric infrastructure to the edge of the Property (the “Electric Line”), as
generally depicted on Exhibit C. The City shall also construct and maintain a six (6) inch high
pressure natural gas line (the “High Pressure Line”) to supply peak flows to the Asphalt Plant.
The City currently anticipates construction of the High Pressure Line during the summer of
2013, which completion expected by August 31, 2013. The Gas Line, Electric Line and High
Pressure Line shall be collectively referred to as the “Facilities.”
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(b) Supply of Electric Energy and Natural Gas. Subject to paragraph 7 below, City
shall provide and sell to Granite sufficient electrical energy and natural gas to supply the total
requirements for the Asphalt Plant at such operating levels as Granite shall determine from time
to time in its sole discretion. The Parties acknowledge and agree that City may require Granite
to limit its consumption of peak flow gas until such time as the High Pressure Line is completed.

2. Granite’s Commitment to Purchase Gas and Electricity. In consideration for the City

constructing the Facilities following completion of the Facilities, Granite hereby commits to
purchase from City 107,900 Dekatherms of natural gas and 1,683,500 kW-Hours of electricity
prior to the expiration of the date occurring (the “Commitment Amount™). Granite estimates
but does not guarantee that the Commitment Amount will be achieved by Granite using at least
the following amounts of natural gas and electricity during the indicated twelve-month period,
commencing on the Effective Date (each, a “Contract Year”).

Natural Gas Consumption Estimate:

Contract Year Dekatherms / Year
First 13,000
Second 19,500
Third 23,400
Fourth 26,000
Fifth 26,000

Electricity Consumption Estimate:

Contract Year kW-Hrs. / Year
First 196,000
Second 297,500
Third 350,000
Fourth 420,000
Fifth 420,000
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The Parties agree that Granite is only committing to purchase the total Commitment Amount by
the end of the fifth Contract Year (i.e., May 30, 2018), and not committing to purchase a certain
amount in each Contract Year. Nothing set forth herein shall be construed to limit the amount of
electrical energy or natural gas that Granite may purchase for use in the Asphalt Plant.

3. Pavment of Guaranteed Amount. At the end of the fifth Contract Year, if the amount
of natural gas or electricity purchased from City by Granite or from third party suppliers by
Granite for use in the Asphalt Plant is less than the total Commitment Amount, City shall
provide to Granite an accounting of the total amount of natural gas and electricity utilized by
Granite (the “Accounting”). If Granite fails to utilize the total Commitment Amount for
electricity, within sixty (60) days of receipt of the Accounting, Granite shall pay to the City the
difference between the amount of electricity utilized by Granite and the total Commitment
Amount multiplied by $0.034/kW-hr. If Granite fails to utilize the total Commitment Amount
for natural gas, within sixty (60) days of receipt of the Accounting Granite shall pay to the City
the difference between the amount of natural gas utilized by Granite and the total Commitment
Amount multiplied by $6.72/dekatherm (together, the “Commitment Payment”). Granite or its
representatives shall have the right to examine the records of City to the extent reasonably
necessary to verify the accuracy of the Accounting.

4. Performance Bond.  Within thirty days of the execution of this Agreement, Granite
shall provide to the City a performance bond by a Surety acceptable to the City in substantially
the form set forth on Exhibit E, to guarantee Granite’s performance of this Agreement. The
Performance Bond shall be in the amount of the $782,327.00, which is equal to the rates for gas
and electricity set forth in paragraph 4 times the Commitment Amount. At Granite’s request,
City shall reduce the performance bond at the end of each Contract Year based on Granite’s use
of gas and electricity during that Contract Year. In no event shall the Performance Bond be
construed to limit Granite’s obligation to the Commitment Payment, and City shall not be
obligated to make demand on the Performance Bond prior to bring an action against Granite to
enforce Granite’s commitments and obligations set forth herein.

5. Electric Rates. Granite shall pay City on a monthly basis for all electricity at the City’s
normal electric rate set forth in the City’s Consolidated Fee Schedule for similar users, including
all Service Charge, Demand Charge, and Energy Charges included in such rate.

6. Natural Gas Rates. The rate the City charges Granite for natural gas shall include all of
the following:

a. The Customer Charge for Large Industrial Users set forth in the City’s
Consolidated Fee Schedule (currently $378.60);

b. A per dekatherm charge equal to the average monthly cost of gas paid by the City
for its supply of natural gas, including any taxes or other fees paid by the City (the “Blended
Rate”). The City currently purchases natural through an agreement with British Petroleum. The
City will calculate Blended Rate by dividing the total amount the City is charged by British
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Petroleum in each calendar month for natural gas deliveries by the total dekatherms of gas used
by the City in that calendar month; and

C. A surcharge of $1.00 per dekatherm.

7. Natural Gas Nominations. On or before the fifteenth day of each calendar month
proceeding any calendar month in which Granite anticipates operating the Asphalt Plant, Granite
shall provide the City with its anticipated natural gas usage for the following month.

8. Restriction_on Utility Supply. In the event the City is required to comply with any
restriction or limitation on the City’s use of natural gas or electricity that is not caused by the
negligence or willful misconduct of City, the City may impose similar restrictions on Granite’s
use of natural gas or electricity. In such event, the parties shall equitably adjust the Commitment
Amount to account for such restriction or limitation.

9. Failure of Utility Service. City shall not be liable in damages or otherwise for any
failure or interruption of any utility service being furnished to the Property, and no such failure
or interruption shall entitle Granite to terminate this Agreement or offset any amount to be paid
to City, unless such failure or interruption was caused by the negligence or willful misconduct of
City. Notwithstanding the foregoing, if for any reason not attributable to Granite the City is
unable to provide the Estimated Consumption Amount in any Contract Year, the Commitment
Amount shall be reduced by the difference between the amount provided by the City in any
given Contract Year and the Estimated Consumption Amount in any Contract Year.

10.  Term. Except for Granite’s commitments in paragraph 3 of this Agreement, the term of
this Agreement shall begin on the Effective Date and shall end on May 30, 2018.

11.  Compliance With Law. Granite shall at all times comply with all applicable laws,
regulations and ordinances of the City.

12.  Events of Default. The occurrence of any one or more of the following events shall
constitute a default by a Party and a breach of this Agreement:

12.1  Failure to pay any invoice for electric or gas service within thirty (30) days of the
date that such invoices are due and receipt of written notice from City of such
failure; or

12.2  Failure to perform or observe its obligations under any other provision of this
Agreement which failure shall continue for a period of thirty (30) days after
written notice, unless any such failure occurs more than thrice in any calendar
year, in which case such failure shall immediately constitute a default.

13.  Notices. Where notice is required to be given, it shall be by certified mail return receipt

requested, hand delivery or courier. Said notice shall be sent to the following as applicable:
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GRANITE:

Granite Construction Company
Attn: Branch Manager

1000 North Warm Springs Road
Salt Lake City, UT 84116

CITY:

Eagle Mountain City

Attn: Fionnuala Kofoed, City Recorder
1650 E. Stagecoach Run

Eagle Mountain, Utah 84005

Notice shall be effective at the close of business on the day it is actually received, if received
during business hours on such day, and otherwise effective at the close of business on the next
business day. A Party may change its address by providing notice of such change in accordance
with this paragraph 12.

14.  Costs and Attorney Fees. Notwithstanding anything to the contrary provided herein,
should legal action be necessary to enforce, construe, cancel, terminate, rescind or recover for the
breach of the provisions of this Agreement, the prevailing Party shall be entitled to recover all
costs of suit, including reasonable attorneys’ fees incurred therein and herewith.

15.  Construction. In construing this Agreement, and in determining the rights of the Parties
hereto, no Party shall be deemed to have solely drafted or created the Agreement.

16.  Force Majeure. Any delay or failure in the performance by either Party hereunder shall
be excused if and to the extent caused by the occurrence of a Force Majeure. For purposes of this
Agreement, “Force Majeure” shall mean a cause or event that is not reasonably foreseeable or
otherwise caused by or under the control of the Party claiming Force Majeure, including acts of
God, fires, floods, explosions, riots, wars, hurricane, sabotage terrorism, vandalism, accident,
restraint of government, governmental acts, injunctions, labor strikes, other than those of the
Party or its suppliers, that prevent the Party from furnishing the materials or equipment, and
other like events that are beyond the reasonable anticipation and control of the Party affected
thereby, despite such Party's reasonable efforts to prevent, avoid, delay, or mitigate the effect of
such acts, events or occurrences, and which events or the effects thereof are not attributable to a
Party's failure to perform its obligations under this Agreement.

17. Assignment. This Agreement and any interest herein, or any right or obligation arising
therefrom, may be transferred or assigned by either of the Parties. Notwithstanding the
foregoing, Granite may not assign its commitment in paragraph 6 of the Agreement to maintain a
performance bond to guarantee the Annual Commitment without the express written consent of
City unless the assignee provides a substitute bond meeting the requirements of paragraph 6 of
this Agreement.
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18.  Entire_Agreement. The Parties agree that this Agreement constitutes the entire
agreement of the Parties hereto with respect to its subject matter. There are no representations,
agreements, arrangements, or understandings, oral or written, between or among the Parties
relating to the subject matter of this Agreement which are not fully expressed herein. This
Agreement is intended to replace, supplant, supersede and/or merge all prior oral and/or written
agreements, negotiations and/or understandings relating to the subject matters hereof.

19.  Governing Law. This Agreement shall be governed by and construed in accordance
with the laws of the State of Utah and any action relating to this Agreement or the breach or
enforcement thereof shall be brought and maintained in the Fourth Judicial District Court of the
State of Utah, Utah County, each of the Parties hereto consenting to the exclusive personal
jurisdiction of such courts as if they were personally present in such State.

20.  Execution by Counterpart. This Agreement may be executed in counterparts and shall
be deemed fully executed by the Parties when counterparts hereof have been signed by each of
them whether or not signatures of the Parties appear on the original or any one copy of this
Agreement.

21. Facsimile, Electronic _and Photocopies of Documents. Facsimile or electronic
transmission of any signed original document and retransmission of any signed facsimile or
electronic transmission, shall be the same as delivery of an original. Photocopies of any of the
foregoing shall also be the same as delivery of an original.

22.  Severability. The provisions of this Agreement shall, where possible, be interpreted in a
manner to sustain their legality and enforceability; any such portion not enforceable shall not
affect the remaining terms of this Agreement; and the Parties shall use commercially reasonable
efforts to reform this Agreement in order to give effect to the original intent of the Parties.

23.  Modification. This Agreement may not be modified or waived other than in writing
signed by all of the Parties bound hereto.

24.  Representation. The Parties hereby expressly state that each has been counseled that it
is desirable to obtain independent counsel regarding the terms of this Agreement and has had the
opportunity to be represented by competent counsel, that each has read the foregoing Agreement,
knows and understands its contents, has discussed the contents with counsel or has independently
determined not to discuss the matter with counsel, and agrees to be bound by its terms.

25.  Headings. The various headings used in this Agreement are for convenience only and
shall not be used in interpreting the text of the section or paragraph in which they appear.

26.  Authority. Each of the undersigned represents and warrants that he or she has proper
authority to enter into this Agreement and to bind such parties and entities as indicated in this
Agreement and that the undersigned is not under any contract or agreement that prohibits
entering into this Agreement.
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IN WITNESS WHEREQOF, the Parties hereto have affixed their respective signatures this
day of , 2013

Eagle Mountain City

ATTEST:

Heather Anne Jackson, Mayor

Fionnuala B. Kofoed, CMC
City Recorder

Granite Construction, Inc.

By:

Print Name:

Title:
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Exhibit A

Serial Number: 58:022:0120

Legal Description: COM AT SW 1/4 COR. SEC. 9, T5S, R1W, SLB&M.;
NODEG32'58"E 1364.96 FT; S 89 DEG 36'23" E 2634.49 FT; S89 DEG 42' 11" E .17 FT;
SO0DEG 32'31"E 1350.77 FT; N 89 DEG 54' 57" W 2660.43 FT TO BEG.

AREA 82.472 AC.
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Exhibit B
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_VICINITY MAP_

GENERAL NOTES

TABULATIONS

CONTRACTOR 1O FIELD VERY HORIZONTAL AND VERTICAL
_.on:_ozm OF ALL EXISTNG UTIITIES PRIOR TO COMMENCEMENT OF
CONSTRUCTION, AND REPORT ANY DXSCREPANCES TO THE ENGINEER.

2. ANY AND ALL DISCREPANCES W THESE PLANS ARE TO BE
BROUGHT TO THE ENGINEER'S ATTENTION PRIOR TO COMMENCEWENT OF
CONSTRUCTION,

3. AL UTLITES AND ROAD WPROVEMENTS SHOWN ON THE PLANS

OTHER VERTICAL OR HORIZONTAL REFERENCE WL NOT BE ACCEPTED
OR CERTIFIED BY THE ENGINEER OF RECORD,

4, GEOLOGICAL REPORT PROVIDED, SOILS REPORT NOT PROVIDED AT
THIS TIME, CONCRETE PAD HAS GEEN DESIGNED FOR ALL POTENTIAL
SOILS TYPES (30" CONCRETE OVER 12° ROAD 8ASE).

PARCEL 2 AREA

MATERIAL STORAGE
BUILDINGS AND EQUIPMENT
OPEN SPACE

12.99 ACRES (565,785 SGFT)

2.00 ACRES (87,000 ACRES)
0.85 ACRES (37,250 ACRES)
10.13 ACRES (441,525 ACRES)

PARCEL 2 LEGAL DESCRIPTION

BEGINNING AT A POINT LOCATED NO'32'S8E B58.89 FEET FROM THE
SOUTH WEST CORNER OF SECTION 9, TSS, RiW, SLB.&.  THENCE THE
FOLLOWING COURSES AND DISTANCES:

NO'32'SEE_423.95 FEET
NESZ4'40°€ 188,07 FEET
SO20'20°W 479.02 FEET:
SAZ06'08°W 194.45 FEET.
NB713'55°W 185,91 FEET
POINT OF BEGINNING.

THENCE NESS4'47°E 31313 FEET;
THENCE S83°36'23'E 760.97 FEET;
THENCE NBG44'37'W 194,76 FEET:
THENCE N6S33'35°W 566.61 FEET:

THENCE
THENCE
THENCE
THENCE

THENCE S6140°08°W 249.57 FEET TO THE

CONTAINS: 12.99 ACRES

CUT-OFF SWALE L

GRAPHIC SCALE

O S
SEDIMENT BASIN e

NTS

GRANITE ASPHALT SITE
SITE PLAN

=

DI

DATE.

REVISION BLOCK




Exhibit C
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NORTH

INSTALL (1} 6" SCHEDULE 40 PVC CONDUIY FROM NEW
SECTIONALIZER S3 INTO NEW SECTIONAIZER S4. INSTALL
M 1/C 750 A, 15 KV CABLES IN 67 CONDUIT.

PROX. 540°)

®

INSTALL (1) SECTIONAUZER ENCLOSURE S3 AND
CROUND SLEEVE WITH (3) 2 POSITION 600 AP
NON~LOADBREAK JUNCTIONS. TERMINATE aw 1/
750 AL, 15 kY CABLES AT SECTIONAUZER

o

INSTALL :w 6" SCHEDULE 40 PVC CONDUIT FROM NEW

52
6004
(1) 6004 O

INSTALL (1) SECTIONALIZER ENCLOSURE S2 »z:
GROUND SLEEVE WITH (3) 2 POSITION 600 AMP
NON-LOADBREAK JUNCTIONS. TERMINAIE (6) 1/C
750 AL, 15 kY CABLES AT SECTONAUZER §2.

aPPROY, 550°)

®

Muv 1/C 750 AL, 15 k¥ CABLES IN §” CONDUIT.

INSTALL (1} SECTKINALIZER ENCLOSURE S1
GROUND SLEEVE WITH

(APPROX. 545

SECTIONALIZER 52 INTO NEW 53, INSTALL —
Mywn_\n 750 AL, 15 W CABLES N 6" CONOUIT.
ROX, 540

INSTALL (1) 67 SCHEDULE 40 PVC CONDUIT FROM NEW
SECTIONALIZER ST INTQ NEW SECTIONAUZER S2. INSTALL

AND

3} 2 POSITION 600 ANP
NON-LOADBREAK JUNCTIONS. TERMINATE (6) 1/C
750 AL, 15 &V n»wrmm AT SECNONALIZER S1.

INSTALL (1) 6 SCHEOULE 40 PVC CONDUIT FROM
EXISTING SWITCHGEAR SG1 INTO NEW SECTIONALZER S1.
INSTALL (3) _\o 750 AL, 15 & CABLES IN 6 CONDUIT.

- /
) TERNINATE (3) 1/C 750 AL, 15 k¥

4 CABLES AT EXSSTING SWICHGEAR SG1.

EWISTING 5 PRAGE {3) 750 AL CONDUCTOR
3 PHASE - 15 W - (3) 750 AL — 6" CONDUT
CONDUIT ONLY — SIZE AS SHOWN
EXISTING 4* CONOUIT ONLY
EXISTING SECTIONAUZER
(SIZE AS SHOWN — 600A OR 2004)
NEW SECTIONALIZER
(SIZ€ A4S SHOWN - 600A OR 2004)
o2 EXISTING. SHICHCEAR

(FYPE 45 SHOWN) A
= NEW SWITCHCEAR
]

(TYPE AS SHOWN)

INSTALL FAULTED CIRCUIT INDICATOR

(SIZE AS SHOWN
GENERAL NOTES
1. THE CONTRACTOR SHALL KEEP CONSIRUCHION ACTMITIES WITHIN RIGHTS OF
WAY AND EASEMENTS, INCLUDING BUY NOT BE LIMITED TO, VEHICLES AND
EQUIPNENT, LINITS OF TRENCH EXCAVATION, ANO EXCAVATED MATERAL AND
BACKFILL STORAGE. THE CONTRACTOR IS RESPONSIBLE TO OBTAIN ANY
ADDITIONAL CONSTRUCTION EASEMENTS NEEDED FROM PROPERTY OWNERS,

2. THE CONFRACTOR SHALL TAXE MEASURES NECESSARY 10 PROTECT EXISTING |-

CONCRETE, TRENCH WUST BE BACKFILLED AND COMPACTED T0 95% &ID.

3. CONIRACTOR SHALL EXCAVATE MATERIALS OF ALL TYPES ENCOUNTERED TO
THE DEPTHS OR GRADE LINE AS SHOWN ON PLANS OR REQUIRED 10
ACCONPLISH THE WORK.

4. EXCAVATION LINITS SHOWN IN THE DETALS ARE GRAPHICAL DEPICTIONS AND
DO NOT DEPICT EXCAVATON LIMITS OR SAFE TRENCH CONDITIONS. THE
CONTRACTOR IS RESPONSIBLE FOR COMPLYING WITH CODES GOVERNING
SHORING AND BRACING OF EXCAVATIONS AND TRENCHES, AND FOR
PROTECTION OF WORKERS. m

5. COMPACTION UNDER AND AROUND GROUND SLEEVES SHALL BE A MININUM
OF 95% NID AT OPTINAL NOISTURE CONTENT.

6. mwﬁsﬂazﬁ,‘ CABLES SHALL BE CONNECTED TO EXISTING SWITCHGEAR AS

7. COMMUNICATIONS ANO POWER CONOUITS AND NATURAL GAS LINES MAY BE
INSTALLED IN THE SAME TRENCH. SEPARATION BETWEEN CONMUNICATIONS
AND POWER CONDUITS AND GAS LINES SHALL BE 36 INCHES MINIMUM.

8. ALL WORK SHALL CONFORM TO THE LATEST EDITION OF THE NEC, NESC,
AND THE SPECIFICATIONS, GUIDELINES, AND REQURENENTS GF THE STATE
OF UTAH AND EAGLE MOURTAN CITY.

9. ALL PRIMARY CABLE PULLS EXCEEDING 400' IN LENGTH SHALL BE PULLED [
USING STEEL PULL ROPE. N NYLON PULL ROPE SHALL BE ALLOWED FOR
ANY PRIMARY CABLE PULL GREATER THAN 400",

10. ALL HIGH VOLTAGE CABLE AND TERWINATIONS, AND EQUIPMENT SHALL 8E
INSTALLED 8Y PERSONNEL WiTH VERIFIABLE RIGH VOLYAGE EXPERENCE OF
NOT LESS THAN FIVE YEARS.

11, ALL ROADWAY CROSSINGS SHALL BE IN CASINGS. CASINGS SHALL BE
SCHEDULE 40 PVC CONDUIT OR AS APPROVED 8Y ENGINEER.

12, THE CONFRACTOR SHALL PROVIDE AND INSTALL ALL NATERIALS, LABOR AND
EQUIPNENT FOR A CONPLETE AND OPERABLE SYSTEM TO INCLUDE ALL HICH
VOLTAGE EQUIPHENT, CABLES, CABLE TERMINATIONS, FUSES AND DEAD END
CAPS. ELBOW UGHTNING ARRESTERS SHALL BE INSTALLED IN

SECTIONALIZERS AND TRANSFORMERS AT OPEN ENDS OF PRMARY CABLES. O

13. COLORED UNES DENOTE BURIED PRIMARY (15 k) CABLES IN CONDUT
SYSTEMS AS SHOWN IN THE LEGEND.

14. ALL TRENCHES SHALL BE BACKFILLED WITH 3 INCHES OF SHADING NATERIAL
BEFORE FIRST BACKFILL LIFT, ALL BACKFILL LIFTS SHALL BE & INCHES AND
COMPACTED TO 95% MID.

5, EXISTING UTILITY LOCATIONS SHOWR ON THE PLANS ARE APPROXIMATE. THE
CONTRACIOR SHALL VERIFY THE LOCATION OF, AND PRESERVE, ALL UTILTIES
INCLUDING THOSE NOT SHOWN ON THE PLANS.

+*"'| 16. CONTRACTOR SHALL NOT DESTROY, REMOVE, OR DISTURB ANY EXISTING
SURVEY NORUMENTS WITHOUT PERMISSION FRON EAGLE MOUNTAN CITY.

17. ALL AREAS DISTURBED DURING CONSIRUCTION SHALL 8E RESTORED IN
ACCORDANCE WITH THE PLANG AND SPECIFICATIONS.

APPROVED BY
FEE EAGLE MOUNTAIN CITY
we_/_/

e

REVISIONS

EAGLE MOUNTAIN CITY
ASPHALT PUAT 750 AL AN FEEDER
ELECTRICAL PLAN

N T YY)
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[ 08/09/12] DRAHG Ho.

Y LYY i [ |

Be™ 3080277 1"=100'-0"
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5 _ 6

| 8

NORTH

STUS, CAP AND MARK END OF CONDUIY,
(APPROX. 1157}

(1) 600A FC)
PHE-9 BASE)

INSTALL (1
SMTCH(

INSTALL (1) PNE-9 SWITCHGEAR GROUND SLEEVE, COVER
AND SECTIONALIZER ENCLOSURE S6 WiTH (3) 2 POSITION
600 AMP NON-LOADBREAK JUNCTIONS. TERMINATE (6)
1/C 750 AL, 15 KV CABLES AT SECTIONAUZER S6.

INSTALL (1) 6" SCHEDULE 40 PVC CONOUIT FRON NEW
SWITCHGEAR GROUND SLEEVE S6 INFO NEW SECTIGNALIZER
57, INSTALL Mu_ 1/C 750 AL 15 kv CABLES iR 6" CONDUIT.

{wppROX. §20°)

®

B

4" SCHEDULE 40 PYC CONDUIT FRON NEW
GROUND SLEEVE S6 TO STUB. STUB, CAP

w

INSTALL (1) 6 SCHEDULE 4G VC CONDUIT FROM NEW
SECTIONAUZER $7 INFO NEW SECTIONAUZER SB. INSTALL
(3) 1/C 750 AL, 15 KV CABLES IN 6" CONDUIT.
(APPROX. 590°)

@

INSTALL (1) SECTONALIZER ENCLOSURE S7 AND
GROUND SLEEVE WTH (3) 2 POSITION 600 AP
NON-LOADEREAK JUNCTIONS. TERMINATE (6) 1/C
750 AL, 15 k¥ CABLES Al SECTIONAUZER S7.
(2

QAL

LEGEND
EXISTING 3 PHASE (3) 750 AL CONDUCIOR
3 PHASE - 15 WV ~ {3) 750 AL - 67 CONDUIT
CONDUIT ONLY - SIZE AS SHOWN
EXISTING SECTIONAUZER
(SIZE AS SHOWN - 600A OR 2004}
NEW SECTIONAUZER
(SIZE AS SHOWN - 600A OR 2004}
EXISTING SWICHGEAR
{TYPE AS SHOWN)
NEW SWITCHGEAR
(TYPE AS SHOHN)
INSTALL FAULTED CIRCUT INDICATOR

SIZE_AS SHOWN}

3

GENERAL NOTES

1. THE CONTRACTOR SHALL KEEP CONSTRUCTION ACTMITIES WITHIN RIGHFS OF

WAY AND EASEMENTS, INCLUDING BUT NOT BE LIMITED TO, VEHICLES AND
EQUIPNENT, LINITS OF TRENCH EXCAVATION, AND EXCAVATED MATERIAL AND
BACKFILL STORAGE. THE CONTRACTOR (S RESPONSIBLE YO OBTAN ANY

ADDITIONAL CONSTRUCTION EASENENTS NEEDED FROM PROPERTY OWNERS.

2. THE CONTRACTOR SHALL TAKE MEASURES NECESSARY TO vmgmg EXISTING
FROM DANAGE, OR DAMAGED BY
THE ncz:ﬁnaz SHALL BE REPAIRED OR RECONSIRUCTED TO ORIGINAL OR
BETTER CONDITION TO THE SATISFACTION OF THE OWNER AT THE
CONTRACIOR'S EXPENSE. IF EXCAVATION IS WITHIN 12 INCHES OF EXISTING
CONCREFE, TRENCH MUST 8E BACKFILLED AND COMPACTED TO 95% NTD.

J. CONTRACTOR SHALL EXCAVATE MAYERIALS OF ALL TYPES ENCOUNTERED TO
THE DEPTHS QR GRADE LINE AS SHOWN ON PLANS OR REQUIRED 10
ACCOMPUSH THE WORK.

4, EXCAVATION LINITS SHOWN IN THE DETALS ARE GRAPHICAL DEPICTIONS AND
00 NOT DEPKCT EXCAVATION UIMITS OR SAFE TRENCH CONDITIONS. THE
CONTRACTOR IS RESPONSIBLE FOR COMPLYING WiTH CODES GOVERNING
SHORING AND BRACING QF EXCAVATIONS AND TRENCHES, AND FOR
PROTECTION OF WORKERS.

. [ AND NARK END OF CONDUIT BEYOND GROUND SLEEVE. 5. COMPACTION UNDER AND AROUND GROUND SLEEVES SHALL 6E A nvwun | B
Lo i GF 95% NTD AT GPRIHAL NOISTURE CONTENT.
: [ 5. HEN PRIWRY GLES WAL BE CONKECTED T0 EXSTIG SATCHGERR 45
: i A
. P 7. COMMUNICATIONS AND POWER CONOUITS AND NATURAL GAS LINES MAY BE
b P INSTRLLED IN THE SAME TRENCH. SEPARATION BETHEEN COMMUNICATIONS
D . WAL (1) ° SEIEDE 10 i T RO 6 AND POWER CONOUITS AND GAS LINES SHALL BE 36 INCHES MINIMUM.
! ; i u 8. ALL WORK SHALL CONFORM TO THE LATEST EOFION OF THE NEC, NESC,
I I L dh" 730 AL 15 W CABLES W 67 CORDUT. AND THE SPECIFICATIONS, GUIDELINES, AND REQUIRENENTS OF YHE STATE
[ | OF UTAH AND EAGLE MOUNTAIN CITY.
| I )
[ [N @ 9. AL PRMARY CABLE PULLS EXCEEDING 400" IN LENGIH SHALL B€ PULLED
| | ! USING STEEL FULL ROPE. NO NFLON PULL ROPE SHALL BE ALLOWED FOR |-
by I ANY PRIARY CABLE PULL CREATER THAN 400"
! | 5
. oo 10. ALL, HGH VOLTAGE CABLE AND TERMINATIONS, AND EQUIPNENT SHALL BE
! | By soo ra INSTALLED BY PERSONNEL WITH VERIFIABLE HIGH VOLTAGE EXPERIENCE OF
i ] NOT LESS THAN FIVE YEARS.
J
: I \INSTALL (1) SECTONAUZER ENCLOSURE AND J]11. ALL ROADWAY CROSSINGS SHALL BE IN CASINGS, CASINGS SHALL BE
| I GROUND SLEEVE S5 WITK (%) 2 POSITION 600 ANP / SCHEOULE 40 FVC CONDUIT OR AS APPROVED BY ENGINEER.
- | NON-LOADBREAK JUNCTIONS. TERMINATE (6) 1/C
Lo ; ' TS0 AL 15 W CABLES AT SECTIONALZER S5 /|12, THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL NATERIALS, LABOR AND
H 7 pb EQUIPMENT FOR A COMPLEIE AND QPERABLE SYSTEM TO INCLUDE AL HIGH
! \ VOLTAGE EQUIPNENT, CABLES, CABLE TERMINATIONS, FUSES AND OEAD END
i ' \ETOSAETOS/ | CAPS. FLBOW LIGHTNING ARRESTERS SHALL BE INSTALLED N
I | SECTIONALIZERS AND TRANSFORMERS. AT OPEN ENDS OF PRIMARY CABLES.
iw ! [ 13. COLORED LINES DENOTE BURIED PRIMARY {15 5V} CABLES IN CONDU C
SYSTENS A5 SHOWN IN THE LEGEND.
. SIAL 1) &° SHEDULE 40 PUC counar (O e
Sl St SECTIGNALIZER S5. INSTALL - e e s e |14, ALL TRENCHES SHALL BE BACKFILLED WITH 3 INCHES OF SHADING NATERIL
| 3] 1/C 750 AL 15 W CRRLES W 6° CONOUI BEFORE. IRST BACKFILL LIT. ALL BACKALL UFTS SHALL BE 6 INCHES AND
[ | PRO. 545) CONPACIED TO 95% WID.
| i . 15. EXISTING UIILAY LOCATIONS SHOWN ON THE PLANS ARE APPROXIATE. THE
&%/ - CONTRACIOR SHALL VERIFY THE LOCATION OF, AND PRESERVE, ALL UTLITES
. . IRCLUNKG THOSE NOT SHOMN ON THE PLANS.
INSTALL (1) PME-9 SWICHGEAR GROUND SLEEVE, COVER 16. CONTRACIOR SHALL NOT DESTROY, REMOVE, OR DISTURB ANY EXISTING
AND SECTIONALIZER ENCLOSURE S4 W (3) 2 BOSITION SURVEY NONUMENTS WTHOUT PERMISSION FRON EAGLE NOUNTAN CIY.
503 AMP NON-LGADEREAK JUNCTIONS, TERMINATE (8)
17 750 L. '15 1Y GIELES AT SECTOMLIZER 54 17. ALL AREAS DISTURBED DURING CONSIRUCTION SHALL BF RESTORED IN
. ACCORDANCE. WITH THE PLANS AND SPECIFICATIONS. -
INSTALL (1) 4° SCHEDULE 40 AVC CONDUIE
FRON NEW SWITCHGEAR S4 GROUND SLEEVE
ACROSS PROPOSED ROAD RIGHT OF WAY.
SIUB, CAP AND MARK ENG OF CONDUIT.
{APPROX. 205')
\E1GEATI07/
APPROVED BY Ietruoutle docsame _ e EAGLE MOUNTAIN CITY
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NORTH

INSTALL (}) 67 SCHEOULE 40 PVC CONDUIT FROM NEW
SECTIONALIZER 53 INTO NEW SECTIONALIZER S10.
INSTALL (3) 1/C 750 AL, 15 KY CABLES IN 6° CONDUIT,
(APPROX, 591

@

150 A,

_zm_E cm m.wgmsrmsgnezcc_:azzg
SECTIONALIZER S8 INTO NEW SECTIONAUZER S3. INSTALL
(2)1/€ 750 AL 15 k¥ CABLES IN 6° CONDUIT,
(wprax. 530

@

INSTALL (1) SECRONAUZER ENCLOSURE S8 AND
GROUND 'SLEEVE WInH (3 2 POSITION 600 ANP
ONS. JERMINATE. (6) 1/C
750 AL, 15 W CABLES AT SECTONALZER S8.

INSTALL {1) & SCHEDULE 40 PVC CONDUIT FROM NEW
, SECTIONALIZER S10 INTQ NEW SECTIONALIZER SLi.
INSTALL (3) 1/C 750 AL, 15 kv CABLES IN 6" CONDUI,

INSTALL (1) 6" SCHEDULE 40 £YC CONDUIF FROM NEW
SECTIONAIZER ST1 INTO NEW SECTIONALIZER S12.
INSTALL (3) 1/C 750 AL, 15 kV CABLES I &° CONDUIT,
(APPROX. 590}

EXISTING 3 PHASE (3} 750 AL CONDUCIOR

3 PHASE - 15 W — (3) 750 AL - 6" CONDUT
CONDUIT OMLY -~ SIZE AS SHOWN
EXISTING SECTIONALIZER

(SIZ€ AS SHOWN - 600A OR 2004)
NEW SECRONALIZER

{SIZE AS SHOWN - 600A OR 2004)
EXISTING. SHITCHOEAR

{TYPE AS SHOWN)

NEW SHITCHGEAR

{TYPE AS SHOWN)

INSTALL FAULTED CIRCUIT INDICATOR

SIZE AS SHOWN)

GENERAL NOTES

1. THE CONTRACTOR SHALL KEEP CONSTRUCTION ACTIMTIES WITHIN RIGHTS OF
WAY AND mﬁmzmzqm INCLUDING BUT NOT wm LIMITED TO, VEHICLES AND

ADDTIONAL CONSTRUCTION EASEMENTS NEEDED FROM PROPERTY OWNERS.
2. THE CONTRACTOR SHALL TAKE MEASURES zmnﬂ m»z.. 0 PROTECT EXISTING

FROM DANAGE. DAMAGED BY |

(APPROX. 5

@

INSTALL (1) SECRONALIZER ENCLOSURE St AND
GROUND ‘SLEEVE WITH (3) 2 POSITON 500 AWP
NON-LOADBREAK JUNCTIONS, TERMINATE (6) 1/C
750 AL, 15 K CABLES AT SECNONALIZER St1.
(2Y 4

\EI0S/ET10/

(1) 6004 Fel

INSTALL {1) SECTONALIZER ENCLOSURE SI0 AND
GROUND SLEEVE WITH (3] 2 POSTION 600 AP
NOR-LOADBREAK JUNCTIONS. TERMINATE (6) 1/C
750 AL, |5 KV GABLES AT SECTIONAUZER SI0.

(Y 4

\EIBAEI0/

INSTALL (1) SECTIONAUIZER ENCLOSURE S9 AND
GROUND SLEEVE WITH (3) 2 POSIRON 600 AMP
NON-LOADBREAK JUNCTIONS, TERMINATE

15 kY CABLES AT SECTIONALIZER S9.

(Y
\CIBAET

THE CONTRACTOR SHALL BE REPAIRED OR TO ORIGINAL OR
BETTER CONDITION TO THE SATISFACTION OF THE OWNER AT THE
CONTRACTOR'S EXPENSE. IF EXCAVATION IS WITKIN 12 INCHES OF EXISTING
CONCRETE, TRENCH MUST BE BACKFILLED AND COMPACTED TO 5% NID.

J. CONTRACTOR SHALL EXCAVATE MATERIALS OF AL TYPES ENCOUNTERED 10
THE DEPTHS OR GRADE LINE AS SHOWN ON PLANS OR REGUIRED TO
ACCOMPUISH THE WORK.

4. EXCAVATION LIMITS SHOWN IN THE DETALS ARE CRAPHICAL DEPICTIONS AND
DG NOT DEPICT EXCAVATION LIMITS OR SAFE TRENCH CONDITIONS. THE
CONTRACTOR IS RESPONSIBLE FOR COMPLYING WATH CODES GOVERNING
SHORING ANO BRACING OF EXCAVATIONS AND TRENCHES, AND FOR
PROTECTION OF WORKERS.

5. COMPACTION UNDER AND AROUND GROUND SLEEVES SHALL 8E A MININUN
OF 95% NID AT QPTINAL MOISTURE CONTENT.

6. umﬂiﬂ&:}a« CABLES SHALL BE CONNECTED TO EXISTING SWIICHGEAR AS
HOWN.

7. COMMUNICATIONS AND POWER CONDUITS AND NATURAL GAS LINES MAY BE
INSTALLED IN THE SANE TRENCH. SEPARATION BETWEEN COMMUNICATIONS
AND POWER CONDUITS AND GAS LINES SHALL BE 36 INCHES MINIMUN.

8. ALL WORK SHALL CONFORN TQ YHE LATEST ECITION OF YHE NEC, NESC,
AND THE SPECIFICATIONS, GUIDELINES, AND REQUIRENENTS OF THE STATE
OF UTAH AND EAGLE NOUNTAN CITY.

9. ALL PRIMARY CABLE PULLS EXCEEDING 400° IN LENGTH SHALL BE PULLED
USING STEEL PULL ROPE. NO NYLON PULL ROPE SHALL BE ALLOWED FOR
ANY PRIMARY CABLE PULL GREATER THAN 400"

10. ALL HIGH VOLTAGE CASLE AND TERMINATIONS, AND EQUIPMENT SHALL BE
INSTALLED BY PERSONNEL ¥4TH VERIFIABLE HIGH VOLTAGE EXPERIENCE OF
NOT LESS THAN FIVE YEARS.

11. ALL ROADWAY CROSSINGS SHALL BE IN CASINGS. CASINGS SHALL BE
SCHEDULE 40 PVC CONDUIT OR AS APPROVED BY ENGINEER.

12. THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL MATERIALS. LABOR AND
EQUIPNENT FOR A COMPLETE AND OPERABLE SYSTEM TO INCLUDE ALL HICH

SECTIONALIZERS AND TRNSFORMERS AT OPEN ENDS OF PRMARY CABLES.

£3, COLORED LINES DENOTE BURIED PRIMARY {15 k¥) CABLES IN CONDUT
SYSTEMS AS SHOWN N THE LEGEND.

F4. ALL TRENCHES SHALL BE BACKFILLED WIH 3 INCHES OF SHADING NATERIAL
BEFORE ARST BACKFILL LIFT. ALL BACKFILL LIFTS SHALL BE G INCHES AND
COMPACTED TO 95% MID.

15, EXISTING UTILITY LOCATIONS SHOWN ON THE PLANS ARE APPROXIMATE. THE
CONTRACTOR SHALL VERIFY THE LOCATION OF, AND PRESERVE, ALL UTILTES
INCLUDING THOSE NOT SHOWN ON THE PLANS.

16. CONTRACTOR SHALL NOT DESTROY, REMOVE, OR DISTURB ANY EXISTING
SURVEY MONUMENTS WITHOUT PERMISSION FRON EAGLE MOUNTAN CiTY.

7. ALL AREAS DISTURBED QURING CONSIRUCTION SHALL 8E RESTORED IN
ACCORDANCE WITH THE PLANS AND SPECIFICATIONS.

APPROVED 8Y

Tolrmonataly e-ai:

EAGLE MOUNTAIN CiTY

EAGLE MOUNTAIN CITY
ASPHALT PLANT 750 AL WAN FEEDER
ELECTRICAL PLAN
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NORTH

INSTALL (1) 6 SCHEDULE 40 V<n CONDUIT

L)

INSTALL (1) 67 SCHEDULE 40 PYC CONDUT
FROM NEW SECTIONALIZER 513 INTO NEW
SWICHCEAR GROUND SLEEVE SG2. ISTALL (3)
1/C 750 AL, 15 K CABLES I 6" CONCUI
{#pPROX. 590}

INSTALL (1) 4" SCHEQULE 40 PVC |
CONDUIT FROM NEW SWITCHGEAR
GROUND, SLEEVE G2 10 STUg.
STUB, CAP AND WARK END OF

CONDUIT BEYOND GROUND SLEEVE.

7 lwm T ot

6004
(1) 6004 FQ1

SN
/Wzm;: d

(Y 4
\EIGAETTS/

N SECTIONALIZER ENCLOSURE $12 AND
GROUND SLEEVE WITH (3) 2 POSITION 600 AMP
NON-LOADBREAK JUNCTIONS TERMINATE (6) 1/C
750 AL, 15 kV CABLES AT SECTIONAUZER S12.

3
(1) 600A FCI

|

S13 h
[-Mo”/_zﬂz.r (1) SECTIONALIZER ENCLOSURE S13 AND

GROUND SLEEVE WITH
NON~LOADBREAK JUNCI

3) 2 POSIION 600 ANP
1ONS. TERMMATE (6) 1/C

750 AL, 15 k¥ CABLES AT SECTIONAUZER S13.

(2 Y )
\EI0SALI0Y

ik
PNE-9

(1) 64 2; /_zm;p 1) 6" SCHEDULE 40 PYC CONDUIT EROM NEW
GROUND_ SLEEVE SG2 10 SIUB, STUB, CAP
, AND WARK END OF CONOUIT BEYOND GROUND SLEEVE.

SWITCH!

INSTALL (1) 4" SCHEDULE 40 PVC CONDUIT FROM NEW
SHITCHGEAR GROUND SLEEVE SG2 10 STUB. STUB, CaP
“AND WARK END OF CONDUIT BEYOND GROUND SLEEVE. -

INSTALL {1) PME-9 SWITCHGEAR G2 AND GROUND
* SLEEVE. TERMINATE (3} 1/C 750 AL, 15 kv CABLES AT
SWITCHGEAR SG2. INSTALL {3) 600 AMP INSULATING

RECEPTACLES AND (6) 200 AMP INSULATING RECEPTACLES.

AV
_ Ewies

FEET

EXISTING 3 PHASE (3) 750 AL CONOUCTOR

3 PHASE - 15 KV - (3) 750 AL ~ 6" CONDUIT

CONDUIT ONLY ~ SIZE AS SHOWN

EXISTING SECTIONALIZER

(SIZE AS SHOWN - 600A OR 2004)

NEW SECTIONALIZER

(SIZE AS SHOWN - 600A OR 2004)

EXISTING SWITCHGEAR

(TYPE AS SHOWN)

NEW SWICHGEAR A

{TYPE AS SHOWN)

o INSTALL FAULTED CIRCUIT INDICATOR
[SIZE AS SHOWN]

3

«

. THE CONTRACIOR SHALL KEEP CONSTRUCHON ACTIMINES WITHIN RIGHTS OF

w

o

E

18

12.

3

14,

135

17,

GENERAL NOTES

WAY AND EASEMENTS, INCLUDING BUT NOT BE LIMITED 10, VEHICLES AND
EQUIPNENT, LIMITS OF TRENCH EXCAVATION, AND EXCAVATED MATERIAL AND
BACKFILL STORAGE. THE CONTRACTOR IS RESPONSIBLE TO OBTAN ANY
ADDITIONAL CONSTRUCHON EASEMENTS NEEOED FROM FROPERTY OWNERS,

THE CONTRACTOR SHALL TAKE MEASURES NECESSARY TO PROTECT EXISTING
IMPROVEMENTS FROM DAMAGE. IMPROVEMENTS OR STRUCTURES DAMAGED BY [....
THE CONTRACTOR SHALL BE REPARED OR RECONSTRUCTED TO ORIGINAL OR
BETIER CONDITION TO THE SATISFACTION OF THE OWNER AT THE
CONTRACTOR'S EXPENSE. IF EXCAVATION IS WITHIN 12 INCHES OF EXISTING
CONCRETE, TRENCH MUST BE BACKFILLED AND COMPACTED TO 95% NITD.

CONTRACTOR SHALL EXCAVATE MATERIALS OF ALL TYPES ENCOUNTERED 1O
THE DEPTHS OR GRADE LINE AS SHOWN ON PLANS OR REQUIRED TO
ACCOMPUSH THE WORK.

EXCAVATION LIMITS SHOWN IN THE DETALS ARE GRAPHICAL DEPICTIONS AND
DO NOT DEPICT EXCAVATION LINITS OR SAFE TRENCH CONDITIONS. THE
CONTRACTOR 15 RESPONSIBLE FOR COMPLYING #TH CODES GOVERNING
SHORING AND BRACING OF EXCAVATIONS AND TRENCHES, AND FOR
PROTECTION OF WORKERS.

CONPACTION UNDER AND AROUND GROUND SLEEVES SHALL BE A NINIMUN m
OF 95% NTD AT OPMNAL MOISTURE CONTERT.

Mmﬂsﬂazzﬁ CABLES SHALL BE CONNECTED TO EXISTING SWITCHGEAR AS

COMNUNICATIONS AND POWER CONDUITS AND NATURAL GAS LINES MAY BE
INSTALLED IN THE SAME TRENCH. SEPARATION BETWEEN COMMUNICATIONS
AND POWER CONDUIS AND GAS LINES SHALL BE 36 INCHES NINIMUN.

ALL WORK SHALL CONFORN TO THE LATEST EQIMON OF THE NEC, NESC,
AND THE SPECIFICATIONS, GUIELINES, AND REQUIRENENTS OF THE STATE
OF UTAH AND EAGLE NOUNTAN CITY.

ALL PRIMARY CABLE PULLS EXCEEDING 400 IN LENGIH SHALL BE PULLED
USING STEEL PULL ROPE. NO NYLON PULL ROPE SHALL BE ALLOWED FOR |—
ANY PRIMARY CABLE PULL GREATER THAN 400°.

ALL HIGH VOLTAGE CABLE AND TERMINATIONS, AND EQUIPMENT SHALL BE
INSTALLED 8Y PERSONNEL WATH VERIFIABLE HIGH VOLTAGE EXPERIENCE OF
NOT LESS THAN FIVE YEARS.

ALL ROADWAY CROSSINGS SHALL 8E IN CASINGS. CASINGS SHALL BE
SCHEOULE 40 PVC CONDUIT OR AS APPROVED BY ENGINEER.

THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL MATERIALS, LABOR AND
EOUIPNENT FOR A COMPLETE AND OPERABLE SYSTEM TQ INCLUDE ALL HIGH
VOLTAGE EQUIPMENT, CABLES, CABLE TERMINATIONS, FUSES ANC DEAD END
CAPS. ELBOW LICRTNING ARRESTERS SHALL BE INSTALLED IN
SECTIONALIZERS AND TRANSFORMERS AT OPEN ENDS OF PRIMARY CABLES.

COLORED UNES DENOYE BURIED PRIMARY (35 W) CABLES IN CONDUIT O
SYSIENS AS SHOWN IN THE LEGEND.

ALL TRENCHES SHALL BE BACKFILLED WITH 3 INCHES OF SHADING NATERIAL
BEFORE FIRST BACKAILL LIFT. ALL SACKAILL LIFTS SHALL BE & INCHES AND
COMPACTED TQ 95% MID.

EXISTING UTILITY LOCARONS SHOWN ON THE PLANS ARE APPROXIMATE. THE
CONTRACTOR SHALL VERIFY THE LOCATION OF, AND PRESERVE, ALL UTIUMES
INCLUDING THOSE NOT SHOWN ON THE PLANS.

CONTRACTOR SHAUL NOT DESTRQY, REMOVE, OR DiSTURS ANY EXISTING
SURVEY MONUMENTS WITHOUT PERMISSION FROM EAGLE MOUNTAN CITY.

ALL AREAS DISTURBED OURING CONSTRUCTION SHALL BE RESTORED IN
ACCORDANCE WITH THE PLANS AND SPECIFICATIONS. ™~

APPROVED BY

EAGLE MOUNTAIN CITY

' —
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4 5 | 6 7 ! 8
LEGEND

e —— EXISTING GAS LINE (SIZE AS NOTED)
||||||||| 8" POLYETHYLENE GAS LINE
|||||||| 1 POLYETHYLENE GAS LINE CAP
| {COLOR DENQTES SIZE)
. STt POLYETHYLENE GAS UNE TEE
{COLOR DENQTES SIZE)
-—---4————  POLYETHNLENE GAS UNE B'" REDUCER

GENERAL NOTES

J. MANTAIN A MININUN HORIZONTAL SEPARATION OF 36" BETWEEN
UNDERCROUND GAS UNES AND UNDERCROUND POWER LINES. MAINTAN A
MINIRUM VERTICAL SEPARATION OF 32 BETWEEN UNDERGROUND GAS LINES
AND UNDERGROUND POWER LINES.

2. MANTAIN A MININUN HORIZONTAL SEPARATION OF 12 BETWEEN
UNDERGROUND GAS LINES AND UNDERGROUND TELEPHONE LINES. MANTAN
A MINIMUM VERTICAL SEPARATON OF 12" BETWEEN UNDERGROUND GAS
LINES AND UNDERGROUND TELEPHONE LINES.

3. A §14 SOLID YELLOW TRACER WIRE SHALL BE BURIED WITH ALL
POLYETHYLENE GAS LINE. SPUCES OF TRACER WIRE SHALL 6E COMPLETED
USING 3M DBR TYPE SPUCES OR EQUAL.

4. AL GAS LINES SHALL BE INSTALLED IN SCHEDULE 40 PVC CONOUIT
CASINGS UNDER ROADHAYS.

5. BACKFILL ATOUND POLYETHYLENE GAS LINES SHALL BE SAND. AT LEAST 3"
SHAL BE PLACED AROUND THE PIPE AND SHALL BE CONPACTED 10 A
MINNUN OF 90 PERCENT OF THE NAXMUN DENSIY AS PER ASHTO
e T-180 METHOD C,_THE RENANING BACKFILL SHAL BE PLACED IN LAYERS
T MO 0°EACEED 6 (OR A9 APPROVED B TWE CIIY EXCNEER) 10 4 LEvL
OF 12 ABOVE THE TOP OF THE PIPE. (SEE EAGLE WOUNTAN CIY -
STANDARD CONSTRUCTION & DEVELOPMENT SPECIFICATIONS.)

NORTH

GAS PIPE LENGTH

DESCRIPTION | LENGIH

8" POLYETHYLENE PIPE | 7820°

GAS LINE INSPECTION
TEST PRESSURE]

SAND

INSTALL (1} 8" CONTRACTOR EAGLE MOUNTAIN CITY
POLYETHYLENE GAS UNE.

(4PPROX. 7470)

i1
’ TCOWRGIES i) 7]
Y €
“ {REPRESENTATIVE SCRATURE) {WSPECTOR SCNATURE)

O i e LT

APPROVED 8Y
FEET EAGLE MOUNTAIN CITY
™ e
0125 0100 0 -
SCALE: 1"=100"-0" . ol Ao 7 Suneuow N RTSOX DO e (60 30 ¢

e EAGLE MOUNTAIN CITY
ASPHALT PLANT 750 AL MAN FEEDER
NATURAL GAS PLAY
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8 bl
LEGEND

NORTH

POLYETHYLENE GAS LINE.
(REF)

@

FEET

EXISTING GAS LNE (SIZE AS NOTED)

8 POLYETHYLENE GAS UINE
FOLYETHYLENE GAS LINE CAP

(COLOR DENQTES SIZE)

POLYETHYLENE GAS LINE TEE

{COLOR DENQTES SIZE)

POLYETHYLENE GAS UINE 8°4" REDUCER

GENERAL NOTES A

. MAINTAIN & MININUM HORIZONTAL SEPARATION OF 36” BETWEEN
UNCERGROUNO GAS LINES AND UNDERGROUND POWER LINES. MAINTAIN A
MINIMUS. VERTICAL SEPARATION OF 12" BETWEEN UNDERGROUND GAS LINES

AND UNDERGROUND POWER LINES.

. MAINTAIN A MINIMUM HORIZONTAL SEPARATION OF 36° BETWEEN
UNDERGROUND GAS LINES AND UNDERGROUND TELEPHONE LNES. MAINTAN
A MININUN VERTICAL SEPARATION OF 12° BETWEEN UNDERGROUND GAS
LINES AND UNDERGROUND TELEPHONE LINES.

A 14 SOUD YELLOW TRACER WIRE SHALL BE BURIED WITH ALL
POLYETHYLENE GAS LINE. SPLICES OF TRACER WIRE SHALL BE COMPLETED
USING 3 DBR TYPE SPUCES OR EQUAL. |

ALL CAS LINES SHALL BE INSTAULED M SCHEDULE 40 PVC CONDUIT
CASINGS UNCER ROADWAYS.

BACKFILL AROUND POLYETHYLENE CAS LINES SHALL BE SAND. AT LEAST 12°
SHALL BE PLACED ARQUND THE PIPE AND SHALL BE COMPACTED 10 A
MINNUM OF 90 PERCENT OF THE MAXIMUN DENSITY AS PER AASHTO
T-180 METHOO C. YHE REMAINING BACKFILL SHALL BE PLACED iN LAYERS
NOT TQ EXCEED 6° %cz AS APPROVED BY THE CITY ENGINEER) O A LEVEL
OF 12" ABOVE THE T0P OF THE PIPE. {SEE EACLE MOUNTAN CITY -
STANDARD CONSTRUCTION & DEVELOPMENT SPECIFICATIONS.)

>

o

>

o

APPROVED BY

EAGLE MOUNTAIN CiTY
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8

/.EE {

POLYETHYLE
(REF)

&

mzm GAS LINE.

LEGEND

RN, S,

PP S

EXISTING GAS UNE (SIZE AS NOTED)

8" POLYETHYLENE GAS LINE
POLYETHYLENE GAS LINE CAP

(COLOR DENOTES SIZE)

POLYETHYLENE GAS LINE TEE

{COLOR DENOTES SIZE)

POLYETHYLENE GAS LINE 874" REDUCER

GENERAL NOTES

. NAINTAIN A MININUN HORIZONTAL SEPARATION OF 36” BETWEEN
UNDERGROUND GAS LINES AND UNDERGROUND POWER LINES. MANTAN A
NINIMUM VERTICAL SEPARATION OF 127 BETWEEN UNDERGROUND GAS UNES
AND UNDERGROUND POWER LNES.

. HANTAIN A MININUN HORIZONTAL SEPARATION OF 36° BETWEEN
UNDERGROUND GAS LNES AND UNDERGROUND TELEPHONE UINES. NANTAN
A MINIRUN VERTICAL SEPARATION QF 12” BETWEEN UNDERGROUND GAS
UNES AND UNDERGROUND TELEPHONE LINES.

A 14 SOUD YELLOW TRACER WIRE SHALL BE BURIED WITH ALt
POLYETHYLENE GAS LINE. SPLICES OF TRACER WIRE SHALL BE COMPLETED
USING 3M DBR TYPE SPLICES OR EQUAL

ALL GAS UINES SHALL BE INSTALLED IN SCHEDULE 40 PVC CONDUIT
CASINGS UNDER ROADWAYS.

. BACKFILL AROUND POLYETHYLENE GAS LINES SHALL BE SAND, AT LEAST 12°
SHALL BE PLACED AROUND THE PIPE AND SHALL BE COMPACTED 10 A
MINIMUN OF 30 PERCENT OF THE MAXIMUN DENSITY AS PER AASHID
T-180 METHOO C. THE REMAINING BACKFILL SHALL BE PLACED IN LAYERS
NOT TQ EXCEED 6 %om AS APPROVED BY THE CITY ENGINEER) O A LEVEL
OF 12° ABQVE THE T0P OF THE PIPE. (SEE EAGLE MOUNTAN CTY -
STANDARD CONSYRUCTION & DEVELOPMENT SPECIFICATIONS.)

i

o

=

o

APPROVED BY

EAGLE MOUNTAIN CITY
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| 8

NORTH

INSTALL ( m..\

POLYETHYLENE GAS LINE,
(REF)

®

S

01025 5
SCALE: 1"=100"-0" .

mam.%§a§ ,; ‘ ‘.‘ ‘;fi
END OF 87 GAS LINE. .

LEGEND

|
R

PP S —

EXISTING GAS UNE (SIZE AS NOTED)

8" POLYETHYLENE GAS UINE
POLYETHILENE GAS LINE CAP

(COLR DENOTES SIZE)

POLYETHYLENE GAS LINE TEE

(COLOR DENQTES SIZE)

BOLYETHYLENE GAS LINE 8°44" REDUCER

=

@

GENERAL NOTES

. MANTAN A MINIKUN HORIZONTAL SEPARATION OF 36 BETWEEN

UNDERGROUND GAS LINES AND UNOERGROUND POWER LINES. NANTAN A
NINIMUM VERTICAL SEPARATION OF 12" BETWEEN UNDERGROUND GAS LINES
AND UNDERGROUND POWER LINES.

MANTAN A MINIMUM HORIZONTAL SEPARATION OF 36" BETWEEN
UNDERGROUND GAS UNES AND UNOERGROUND TELEPHONE LINES. NAINTAN
A NININUM VERTICAL SEPARATION OF 12" BETWEEN UNDERGROUND GAS
URES AND UNDERGROUNG TELEPHONE UNES.

A m: SOLID YELLOW TRACER WIRE SHALL BE BURIED WITH ALL
POLYETHYLENE GAS LINE. SPLICES OF TRACER WIRE SHALL BE COMPLETED
cm_zauzamx:nmmv:ommoxmacF

ALL GAS LINES SHALL BE INSTALLED IN SCHEDULE 40 PYC CONDUIT
CASINGS UNDER ROADWAYS.

BACKFILL AROUND POLYETHYLENE CAS UNES SHALL BE SAND. AT LEAST 127
SHALL BE PLACED ARQUND THE PIPE AND SHALL BE COMPACTED TO A
MININUM OF 90 PERCENT OF THE MAXINUN DENSITY AS PER MSHIO
T-180 METHOD C. THE REMAINING BACKPILL SHALL BE PLACED IN LAYERS
NOT TQ EXCEED 6 mox AS APPROVED BY THE CITY ENGINEER) TQ A LEVEL
OF 12" ABOVE THE TOP OF THE PIPE. (SEE EAGLE MOUNTAN CITY -
STANDARD CONSTRUCTION & DEVELOPMENT SPECIFICATIONS.)
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